
Installation Guide

for

Print Audit Embedded

June 2009



2

Welcome

Welcome to Print Audit Embedded for Sharp. Embedded for Sharp integrates directly with 
the touch screen on compatible Sharp MFPs and tracks walk-up copying, scanning, faxing, 
and document server prints to the Print Audit database.

It consists of two main components:

1. Embedded for Sharp Configuration. You configure Embedded for Sharp using 
the Embedded Systems plug-in for the Administration tool. Support for 
Embedded for Sharp exists in Print Audit 6.1.0 or newer. 

2. Embedded Client. This software runs on the MFP. You interact with the 
Embedded Client directly on the touch screen of the Sharp MFP when you copy, 
scan or fax a document, or if you print a document stored in the MFP's Document 
Server. 

In addition to tracking the number of pages in a copy, scan, fax, or print job, the Embedded 
Client can track additional information about the job. For example, the Embedded Client can 
ask for a PIN Code from the user to identify which user is photocopying a document. Or, it 
can ask for a Client Code to identify which customer should be billed for the fax you're 
sending.

The Embedded Client provides many of the same features that Print Audit provides when 
users print documents from their workstation. Once Print Audit tracks the information, you 
can use Print Audit tools like the Job Manager and the Analysis Reporting tool to query the 
information and produce reports.

Installation Overview

The following instructions provide an overview of installing Print Audit 6 in conjunction with 
Print Audit Embedded for Sharp.  For detailed instructions on installing and configuring Print 
Audit 6, please refer to our online installation guides.

1. Install the Print Audit Database Communicator, Database and Administration tools to a 
computer on the network that will be on and available at all times. You should install the 
Print Audit Client on at least one workstation, to test printing and ensure that print jobs 
are being tracked correctly before continuing.

2. Configure Print Audit 6 for user quotas, PIN codes and validated fields that can be 
integrated into Print Audit 6 Embedded.





4

Configuration

Overview

The Print Audit Administration tool provides you with all you need to configure Embedded for 
Sharp on all the MFDs in your environment using the Embedded Systems plug-in. You have 
to configure one copier for every physical Sharp MFD on which you want to run the 
Embedded Client.

For each copier you can configure costs, restrictions, limits, authentication methods and 
custom fields.

Adding, Editing and Deleting Copiers

You use the Embedded Systems section of the Administration tool to add, edit and delete 
Embedded for Sharp copiers. A copier in the Administration tool represents a physical 
copier in your office.

To add a new copier:

1. Run the Print Audit Administration program.

2. Click the Embedded Systems button on the left hand side of the Print Audit 
Administration window. The list of existing copiers appears on the right side. You 
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may have to scroll the left hand side down before you see the Embedded Systems 
button.

3. Click the New button on the toolbar. The Embedded for Sharp Window appears.

4. At minimum, you must enter a copier name and the serial number of the copier. 
Please refer to the ‘Embedded for Sharp Configuration Window’ section below for 
more information filling out the Embedded for Sharp window.

5. Click the Save button. The Embedded for Sharp Window closes and your copier 
appears in the Copiers list.

To edit a copier:

1. Run the Print Audit Administration program.

2. Click the Embedded Systems button on the left hand side of the Print Audit 
Administration window. The list of existing copiers appears on the right side. You 
may have to scroll the left hand side down before you see the Embedded Systems 
button.

3. Click the on the copier you want to edit in the list of copiers. It appears highlighted.

4. Click the Edit button on the toolbar. The Embedded for Sharp Window appears.

5. Make any needed changes to the copier. 

6. Click the Save button. The Embedded for Sharp Window closes and your copier 
appears in the Copiers list.

To delete a copier:

1. Run the Print Audit Administration program.

2. Click the Embedded Systems button on the left hand side of the Print Audit 
Administration window. The list of existing copiers appears on the right side. You 
may have to scroll the left hand side down before you see the Embedded Systems 
button.

3. Click the on the copier you want to edit in the list of copiers. It appears highlighted.

4. Click the Delete button on the toolbar. A message appears asking if you are sure you 
want to delete the copier.

5. Click the Yes button to delete the copier. The list of copiers refreshes.












